
SuperLume LEDTM  Direct

130 LUMENS PER WATT 
SL-LED 100/150/200/240/465 Watt

SuperLume LEDTM SPEC SHEETS

100 Park Drive, Troy, Michigan  48083  n  Ph: (248) 588-4980  n  Fx: (248) 589-0134  n  Toll Free (US Only)  n  (800) KIL-A-WAT (545-2928)

www.bestlights.com

Dimensions:

Features
n	 Pure Aluminum Heatsink
n	 NICHIA 757G 
n	 MeanWell HBG-240 
n	 Five and Seven Year Warranties

Certificate and Report
n	 UL / DLC / TUV / SAA / PSE  
n	 LM-80 / LM-79 / IES

DIRECT

DUAL DIRECT
Duel 240 Watt Replaces 1000 Watt HIDs

General Information

Part Number	 SL-LED 100/150/200/240/465 Watt
Power	 Watts +_ 5% 
Input Voltage	 Ac 0.90-305V
Power Factor	 >0.95
CCT	 3000/4000/5000/5700K
CRI	 Ra80
Lumen	 See Model # Lm+_ 5%
Beam Angle	 120°
Dimmable	 0 –10V
IP Grade	 IP65
Working Temperature	 -40 – 50°C
Installing Method	 Hanging Hook or Eyebolt
Material	 Aluminum + Glass 
Weight	 15.2 lbs.
Accessory	 Reflector, Dust-proof Shield,	   
	 Plug and Occupancy Sensors

No reflector 
120 degree

Aluminum reflector 
60 degree

Aluminum reflector 
90 degree

PC reflector 
70 degree
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  MODEL NUMBER:

	 4	 SL-100W  13000 Lm/Ra80 	

	 4	 SL-150W  19500 Lm/Ra80

	 4	 SL-200W  26000 Lm/Ra80

	 4	 SL-240W  31200 Lm/Ra80

	 4	 Dual SL-465W  62400 Lm/Ra80

  130 LUMENS PER WATT
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