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SuperLume Plus Indirect™
Designed with robust and uniform delivery of light these luminaires provide abundant 

shadowless illumination at the playing surface and eliminate blinding lamp glare 
when looking up during play.

Accessories: Wireless Bluetooth Network 
Controls: Occupancy Motion Sensors, 
Dimming, High-end Trim and Scheduling. 

Lumen Output: See below.

TECHNICAL INFORMATION 

Part No. SuperLume Plus
Specify: (Wattage, Voltage & Mounting) 
Input Voltage: 200-480
CCT: 5000 K
CRI: Ra85
Dimmable: PWM 0-10V
Weight: 28 lbs.
LED Chip: CREE (160 LPW) 
DRIVER: INVENTRONICS 
Housing and Heat sink: Pure Aluminum

EXAMPLE:   SL-P 
IP Indirect 
 Cable 320W or 480W 240 -480V DIM OS  LENS

SECTIONS: Series MOUNTING  Nominal Light Input Voltage 0- 10V Sensors
OPTION Wireless

OPTIONS:   SL-P DIM-PWM 0-10V OS CGL

HT-Highend Trim HT76,800Lumen
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320 320 320 320
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volts
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INDIRECT - 
51200 Lumen

INDIRECT - 
76,800Lumen 

Daylight Harvesting DH

CPL

Michigan Stars Sport Center  / Doubled light levels Same Wattage!

Simple and Easy Installation. 
Comes pre-wired and ready to hang.
Lens: Clear or Frosted Safety Glass (CGL) or 
Clear Polycarbonate Lens (CPL) 
Working Temperature: -30 to 50C 
Power Factor: 99.9 
Rated for: Damp Locations  
Warranty: 5 years

Indirect LEDs For Indoor Sports 
Tennis - Pickleball - Soccer -Volleyball - Gyms - Fitness - Pools 

Lacrosse - Baseball - Football - Field-House 

  IICC 51,200 Lumen  200-480V 

IP

www.bestlights.com 

Indirect Cable or Unistrut Mount




